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Manufacturer SPAUN Electronic, Byk-Gulden-Str. 22
 D-78224 Singen, Germany

Webpage www.spaun.de

E-mail info@spaun.de

Phone +49 (0) 7731-86730

Fax +49 (0) 7731-64202

Model SMS 91609 NF

Function Multiswitch with embedded power supply

Inputs 8 LNB + 1 terrestrial

Receiver outputs 16

Cascade outputs none

Input frequency 950~2200 MHz (Sat.) and 5~862 MHz (Terr.)

IF tap gain -2~+4 dB

Terrestrial tap loss 10 ~11 dB

Isolation between satellite inputs > 30 dB

Remote power supply 700 mA per LNB

Power supply 100~240 V / 50~60 Hz 36 W max.

Operating temperature range -20… + 50° C/dry indoor use
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Fig. 2. Input and output MER for different test signals.

Fig. 3. Output power and MER 
for the same signal and many 
outputs.

الخبراء تعليق

+
سويتش   SMS 91609 NF هو السويتش
المستخدمين حل لمجموعة هو الجودة و عالي احترافي
الذين و فقط صناعيين قمرين لاستقبال المحتاجين
، المستقبل  فى احتياجاتهم لتوسيع يحتاجون لا 

 . الأداء فى متطابقة مخرج 16 به يوجد السويتش

-
بحجم طبق استخدام يفضل ضعيف المستقبل الصناعي القمر كان إذا

. السويتش فى الإشارة لتعويض فقدان كبير




