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Manufacturer SPAUN Electronic, Byk-Gulden-Str. 22
 D-78224 Singen, Germany

Webpage www.spaun.de

E-mail info@spaun.de

Phone +49 (0) 7731-86730

Fax +49 (0) 7731-64202

Model SMS 91609 NF

Function Multiswitch with embedded power supply

Inputs 8 LNB + 1 terrestrial

Receiver outputs 16

Cascade outputs none

Input frequency 950~2200 MHz (Sat.) and 5~862 MHz (Terr.)

IF tap gain -2~+4 dB

Terrestrial tap loss 10 ~11 dB

Isolation between satellite inputs > 30 dB

Remote power supply 700 mA per LNB

Power supply 100~240 V / 50~60 Hz 36 W max.

Operating temperature range -20… + 50° C/dry indoor use

Kesimpulan Ahli
+
SMS 91609 NF dari SPAUN adalah solusi 

profesional berkualitas tinggi untuk kelompok 
pengguna yang memerlukan penerimaan hanya 
dari 2 satelit, yang tidak perlu memperluas sistem 
di masa mendatang. Multiswitch sangat mudah 
dipasang. Memiliki tap gain satelit yang bagus dan 
tap loss terestrial yang rendah. Ke-16 keluaran 
mempunyai kinerja yang praktis sama.

-
Jika satelit yang akan diterima adalah yang tidak begitu kuat, 

maka lebih baik Anda menggunakan antena piringan yang 
lebih besar untuk mengkompensasi kehilangan sinyal akibat 
multiswitch.
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Gambar 2. MER masukan dan keluaran untuk sinyal uji yang berbeda.

Gambar 3. Daya keluaran dan 
MER untuk sinyal yang sama 
dan beberapa keluaran.




