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Manufacturer SPAUN Electronic, Byk-Gulden-Str. 22
 D-78224 Singen, Germany

Webpage www.spaun.de

E-mail info@spaun.de

Phone +49 (0) 7731-86730

Fax +49 (0) 7731-64202

Model SMS 91609 NF

Function Multiswitch with embedded power supply

Inputs 8 LNB + 1 terrestrial

Receiver outputs 16

Cascade outputs none

Input frequency 950~2200 MHz (Sat.) and 5~862 MHz (Terr.)

IF tap gain -2~+4 dB

Terrestrial tap loss 10 ~11 dB

Isolation between satellite inputs > 30 dB

Remote power supply 700 mA per LNB

Power supply 100~240 V / 50~60 Hz 36 W max.

Operating temperature range -20… + 50° C/dry indoor use

Заключение на експерта
+
Мултиключът SMS 91609 NF на SPAUN е висо-

кокачествено професионално решение за пот-
ребители, които използват приемане само от 2 
спътника, в случай, че те не смятат да разши-
ряват тяхната система в близко бъдеще. Той е 
много лесен за монтаж, дава добро спътниково 
усилване и има ниски загуби в усилването при 
ефирно приемане. Неговите 16 изхода имат на 
практика еднакви характеристики.

-
Ако приеманите спътници не са много мощни, по-добре е 

да използвате по-голяма антена, за да компенсирате неиз-
бежната загуба на сигнал от мултиключа.
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Фиг. 2. Входящи и изходящи MER стойности при различни тест сигнали.

Фиг. 3. Изходяща мощност 
и MER стойност при даден 
сигнал и различни изходи.




