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Manufacturer SPAUN Electronic, Byk-Gulden-Str. 22
 D-78224 Singen, Germany

Webpage www.spaun.de

E-mail info@spaun.de

Phone +49 (0) 7731-86730

Fax +49 (0) 7731-64202

Model SMS 91609 NF

Function Multiswitch with embedded power supply

Inputs 8 LNB + 1 terrestrial

Receiver outputs 16

Cascade outputs none

Input frequency 950~2200 MHz (Sat.) and 5~862 MHz (Terr.)

IF tap gain -2~+4 dB

Terrestrial tap loss 10 ~11 dB

Isolation between satellite inputs > 30 dB

Remote power supply 700 mA per LNB

Power supply 100~240 V / 50~60 Hz 36 W max.

Operating temperature range -20… + 50° C/dry indoor use

Conclusions de l’expert
+
Le SMS 91609 NF de SPAUN constitue une solu-

tion professionnelle de bonne qualité destiné à un 
groupe d’utilisateurs qui souhaitent tous capter 
deux satellites et qui ne prévoient par d’élargir 
leur système de réception dans un proche avenir. 
Ce multi commutateur est très simple à installer. Il 
produit un gain de sortie très satisfaisant et a très 
peu de perte pour le signal terrestre. Ses 16 sorties 
sont pratiquement identiques dans leurs perfor-
mances.

-
Si les satellites que l’on souhaite distribuer n’ont pas un signal 

très puissant, il vaudrait mieux utiliser une parabole plus grande 
pour compenser la perte de signal inévitable avec un multi com-
mutateur.
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Fig. 2. MER d’entrée et de sortie pour les divers signaux du test.

Fig. 3. Puissance de sortie et 
MER pour le même signal sur 
plusieurs sorties




