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Manufacturer SPAUN Electronic, Byk-Gulden-Str. 22
 D-78224 Singen, Germany

Webpage www.spaun.de

E-mail info@spaun.de

Phone +49 (0) 7731-86730

Fax +49 (0) 7731-64202

Model SMS 91609 NF

Function Multiswitch with embedded power supply

Inputs 8 LNB + 1 terrestrial

Receiver outputs 16

Cascade outputs none

Input frequency 950~2200 MHz (Sat.) and 5~862 MHz (Terr.)

IF tap gain -2~+4 dB

Terrestrial tap loss 10 ~11 dB

Isolation between satellite inputs > 30 dB

Remote power supply 700 mA per LNB

Power supply 100~240 V / 50~60 Hz 36 W max.

Operating temperature range -20… + 50° C/dry indoor use

Συμπεράσματα Ειδικών
+
Ο SMS 91609 NF της SPAUN είναι μια επαγγελ-

ματική λύση υψηλής ποιότητας για μια ομάδα χρη-
στών που απαιτούν λήψη από μόνο 2 δορυφόρους, 
δεδομένου όμως ότι δεν θέλουν να επεκτείνουν το 
σύστημα τους στο άμεσο μέλλον. Ο πολυδιακόπτης 
είναι πολύ εύκολος στην εγκατάσταση. Διαθέτει 
καλό κέρδος από δορυφόρο και μικρές επίγειες 
απώλειες. Οι 16 έξοδοι που διαθέτει είναι πρακτικά 
πανομοιότυπες σε απόδοση.

-
Εάν οι δορυφόροι που θα ληφθούν δεν είναι αρκετά ισχυροί, 

καλύτερα θα ήταν να χρησιμοποιήσετε ένα μεγαλύτερο πιάτο για 
να αντισταθμίστε την αναπόφευκτη απώλεια σήματος του πολυδια-
κόπτη.
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Εικόνα 2. MER εισόδου και εξόδου για διαφορετικά δοκιμαστικά σήματα.

Εικόνα 3. Ισχύς εξόδου και MER 
για το ίδιο σήμα και πολλές 
εξόδους.




