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Manufacturer SPAUN Electronic, Byk-Gulden-Str. 22
 D-78224 Singen, Germany

Webpage www.spaun.de

E-mail info@spaun.de

Phone +49 (0) 7731-86730

Fax +49 (0) 7731-64202

Model SMS 91609 NF

Function Multiswitch with embedded power supply

Inputs 8 LNB + 1 terrestrial

Receiver outputs 16

Cascade outputs none

Input frequency 950~2200 MHz (Sat.) and 5~862 MHz (Terr.)

IF tap gain -2~+4 dB

Terrestrial tap loss 10 ~11 dB

Isolation between satellite inputs > 30 dB

Remote power supply 700 mA per LNB

Power supply 100~240 V / 50~60 Hz 36 W max.

Operating temperature range -20… + 50° C/dry indoor use

Il Giudizio dell’Esperto
+
Lo SPAUN SMS 91609 NF rappresenta una solu-

zione di qualità professionale per un gruppo di 
utenti che necessitino di ricevere due soli satelliti 
e che non prevedano di estendere l’impianto nel 
prossimo futuro. Il multiswitch è molto semplice 
da installare, ha un buon guadagno per gli ingressi 
satellite e una perdita limitata per l’ingresso terre-
stre. Le sue 16 uscite hanno prestazioni pratica-
mente identiche.

-
Se i satelliti da ricevere non sono tra i più potenti, è consigliato 

ricorrere ad un’antenna più grande per compensare l’inevitabile 
perdita di segnale introdotta dal multiswitch.
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Fig. 2 MER di ingresso e uscita sui diversi segnali di prova

Fig. 3 Potenza di uscita e MER 
per lo stesso segnale sulle 
diverse uscite.




