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Manufacturer SPAUN Electronic, Byk-Gulden-Str. 22
 D-78224 Singen, Germany

Webpage www.spaun.de

E-mail info@spaun.de

Phone +49 (0) 7731-86730

Fax +49 (0) 7731-64202

Model SMS 91609 NF

Function Multiswitch with embedded power supply

Inputs 8 LNB + 1 terrestrial

Receiver outputs 16

Cascade outputs none

Input frequency 950~2200 MHz (Sat.) and 5~862 MHz (Terr.)

IF tap gain -2~+4 dB

Terrestrial tap loss 10 ~11 dB

Isolation between satellite inputs > 30 dB

Remote power supply 700 mA per LNB

Power supply 100~240 V / 50~60 Hz 36 W max.

Operating temperature range -20… + 50° C/dry indoor use

Заключение эксперта
+
SPAUN SMS 91609 NF -профессиональное 

высококачественное решение для группы 
пользователей, которым необходимо обеспе-
чить прием лишь 2 спутников, учитывая, что 
в обозримом будущем расширять систему не 
потребуется. Мультисвитч предельно прост в 
установке. Он обеспечивает высокое спутни-
ковое усиление и низкие потери усиления для 
наземных сигналов. Его 16 выходов фактиче-
ски идентичны в работе.

-
Если принимаемые спутники не отличаются очень мощным 

сигналом, лучше использовать антенну большего диаметра, 
чтобы компенсировать неизбежные потери при прохождении 
сигналом мультисвитча.
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Рис. 2. Входной и выходной MER для различных тестовых сигналов.

Рис. 3. Выходная мощность и 
MER для одного и того же сиг-
нала и различных выходов.




