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Manufacturer SPAUN Electronic, Byk-Gulden-Str. 22
 D-78224 Singen, Germany

Webpage www.spaun.de

E-mail info@spaun.de

Phone +49 (0) 7731-86730

Fax +49 (0) 7731-64202

Model SMS 91609 NF

Function Multiswitch with embedded power supply

Inputs 8 LNB + 1 terrestrial

Receiver outputs 16

Cascade outputs none

Input frequency 950~2200 MHz (Sat.) and 5~862 MHz (Terr.)

IF tap gain -2~+4 dB

Terrestrial tap loss 10 ~11 dB

Isolation between satellite inputs > 30 dB

Remote power supply 700 mA per LNB

Power supply 100~240 V / 50~60 Hz 36 W max.

Operating temperature range -20… + 50° C/dry indoor use

Uzman Görüşü
+
SPAUN’un SMS 91609 modeli yüksek kaliteli 

profesyonel bir çözüm. Yalnızca 2 uydudan sinyal 
almak isteyen ve görünür gelecekte daha fazla-
sını istemeyen kullanıcı grupları için son derece 
uygun. Çokluşalterin tasarımı basit ve kolayca 
kurulabiliyor. Uydu çıkış kazancı ve karasal çıkış 
kaybı değerleri oldukça iyi. 16 çıkışın tümü birbi-
rine özdeş bir performansa sahip.

-
İzlemek istediğiniz uyduların sinyali çok güçlü değilse, çoklu-

şalter kullanımı nedeniyle doğabilecek sinyal kayıplarından kaçı-
nabilmek için büyük çanaklar kullanmanız yerinde olur.
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Şekil 2:Değişik test sinyallerinde giriş ve çıkış MER değerleri

Şekil 3: Aynı sinyal için değişik 
çıkışlarda çıkış gücü ve MER  
seviyesi




